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m BUTTERFLYm & Chapter 1 Embroidery Operation
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Set Frame Origin: the frame origin need be set only once under any of the following circumstances: (O Starting using a new machine; @ Replacing the main
board; (3 Updating data program;

. [ Set Frame Origin] — [ Auto Set Frame Origin] — E

A. Input Designs To Machine Memory

m — — @ — Use direction keys and page keys to choose a design — a — E

B. Choose A Design From Machine Memory C. Set Design Parameters D. Set Color Changing Sequence

2 Use direction keys and page - . . Fok E
.WJ 7 keystochoose adesign IIJ ‘E& — [Design Para. ] —~ w © .+ — [Select Color Sequence] — |

E. Frame Select and Position
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@ Frame Select: :DE [ Frame Select] w

@ Frame Position: E — Use direction keys: @ @ @ @ to adjust embroidery position — w

F. Embroidery Confirmation G. Start Embroidery H. Embroidery Preparation

m Embroidery confirmation E — Start Embroidery l.- Embroidery release E
. STAHRT 3

Releasing the embroidery, if user wants to start a new design. start the operation from step B “Choose a Design” again.




\\\Eﬂgﬁll/ BUTTERFLY EMBROIDERY MACHINE BT1501 CONTROL SYSTEM FAST MANUAL

m BUTTEHFLYm Chapter 2 Manual Operation
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A. Manual Trimming B. Manual Color-Changing C. Turn The Main Shaft To 100°
\éj ﬂ—» [ Select Needle Number ] g

D. Return To Start Point E. Return To Stop Point

F. Tracing Design

Machine On A
Needle #1 — ‘DD — Border / Outline Check —
> Vv a

G. Positioning Idling

m Normal Embroidery m High-speed Idling m Low-speed Idling

" Move Frame Backward.......

g Shift Frame Forward .......
: IR < Go to Next Color
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. Go to Prev(ious) Color

Go to Next Stop
\. Go to Prev(ious) Stop ;




